
⾼鐵儀器 精密卓越

GOTECH "the best partner" to raise your competitionGOTECH "the best partner" to raise your competitionGOTECH "the best partner" to raise your competition

廣東省著名商標

FD-720 

本機適⽤於測試原料及固形圽之⽔分含量。具備⾼精度顯⽰功能(精確到

0.01%的⽔分)。配備可分析1mg的⾼精度天平與最新超⼤容量中⻑波紅

外線⽯英加熱器。

This machine is designed for measuring the moisture content of 

raw materials or solid matters. It is marked by its high-precise 

display function (accurate to the nearest 0.01% ) It is equipped 

with 1mg analyzable high-precise balance and the up-to-date 

medium and long wave infrared quartz heater with super 

capacity.

瞭解更多產品資訊，請登錄我司網站 www.gotech.biz
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紅外線電⼦式⽔分計
Moisture Determination Balance

測定⽅式 Measure Method 加熱乾燥減量法 Heated drying weight measurement method

試料重量 Sample Weight 0.5~120g (可任意取樣 Optional weight sampling)

溫濕度範圍 Weight Reading Limit 5~40℃ . 85%RH以下

測定範圍 Measure Range 0~100% (濕基.固形成分 wet basis, and solid ingredient)0~500%(乾基 dry basis)

外部輸出 External output RS-232C接⼝

顯⽰⽅式 Display Fomat LCD (137×43mm)

熱源 Heat Source 最⼤625W中波⻑紅外線加熱燈管 625 Wmedium wave, and infrared heating tube)

體積 Dimension ( W×D×H ) 220 × 415 × 190 mm

重量 Weight 5 kg

電源 Power 1∮， AC 100~120/220~ 240V


